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To Help One Million Manufacturing 
Enterprises to Realize the Intelligent Manufacturing

TOPSTAR ROBOTS

HOT SALE MODEL

HQ SERIES



Customers recently feedback that due to the effect of upstream orders, the production fund 

pressure is increasing. Under the comprehensive background of intelligent manufacturing 

upgrading ,as a listed industrial robot manufacturing company, TOPSTAR will follow the 

vision, "to help one million of manufacturing enterprises to realize the intelligent 

manufacturing" , and the mission of "making industrial manufacturing better", uphold the core 

values of serving the customer wholeheartedly, take the responsibility of promoting industry 

transformation and upgrading, and help customers to achieve intelligent manufacturing 

efficiency. To express our gratitude and give back to our customers for their years support to 

TOPSTAR, the company specially develops a special HQ series robot and puts it into the 

market to benefit the current and new customers at a preferential price through technology 

upgrading and supply chain integration, which will help the customers to achieve industrial 

automation and intelligent manufacturing, and promote the upgrading of the national 

intelligent manufacturing industry. 

The HQ series robot is a general and applicable product based on the research and 

development of the stratified process requirements from customers, which reduces the cost 

of "low demand and high matching" for customers in the past. The system of HQ series robot 

is TOPSTAR self-developed, supporting of subsequent upgrading, meeting the 

requirements of general process, and maintaining the TOPSTAR high-end standard in 

performance.

This special (HQ series) robot adopts the national unified sales standard bare price, 

and the warranty period is one year, excluding installation, commissioning, logistics, 

labor and other costs. Do not accept non-standard transformation. If there is non-

standard transformation needs, customers are advised to choose other series robots. 

Under the condition of normal maintenance premium, HQ series special robots still 

enjoy the same "Four Fast" standard service.

工业自动化 就找拓斯达
Industrial automation,Certainly Topstar!

TOPSTAR PROMOTION ACTIVITY
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100~220ton

注塑机锁模力
Injection mould clamping force range

HQ MDE-80s
-80-79-P/N-14TR

◎当尺寸C是1400mm时，尺寸B为1930mm      

◎当尺寸C是1600mm时，尺寸B为2110mm      

◎当机械手为三轴时，尺寸D是800mm时，尺寸A为1520mm      

 

◎when dimension C is 1400mm，B is 1930mm

◎when dimension C is 1600mm，B is 2110mm

◎when the manipulator is triaxial and  D is 800mm，A  is 1520mm

◎当机械手为三轴时，尺寸D是900mm时，尺寸A为1640mm     

◎当机械手为五轴时，尺寸D是800mm时，尺寸A为1590mm

◎当机械手为五轴时，尺寸D是900mm时，尺寸A为1710mm

◎when the manipulator is triaxial and D is 900mm，A  is 1640mm

◎when the manipulator is five axis and D is 800mm，A  is 1590mm

◎when the manipulator is five axis and D is 900mm，A  is 1710mm

外形尺寸    OUTER DIMENSIONS
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总高   

总长   

走行行程   

主臂上下行程   

主臂上下待机   

夹具安装有效空间   

基座里侧面-箱体末端   

副臂上下待机   

主臂前进最大值   

主臂前进最大行程   

主臂前后待机最小值   

主副臂接近最小值   

副臂前进最大行程   

副臂前后待机最小值   

前后臂末端-箱体末端

Overall height       

Overall length       

Traverse stroke       

Main-arm vertical stroke       

Main-arm vertical standby       

Bottom of crosswise to chuck mount position       

Base side face-box end       

Sub-arm vertical standby       

Main-arm  reach max       

Main-arm crosswise stroke max       

Main-arm crosswise standby min       

Main/Sub-arm proximity min       

Sub-arm crosswise stroke max       

Sub-arm crosswise standby min       

Crosswise arm end-Box end

MDE-80

1930(2110)mm

1400(1600)mm

800（900）mm

130mm

350mm

410mm

MDE-80S

630mm

120mm

—          

—     

—     

—          180mm

790mm

460mm    

255mm    

145mm    

460mm    

110mm

1405mm

1520(1640)mm 1590(1710)mm

Intelligent Manufacturing Integrated Service Provider

Smart “Benefit” 

—— Benefit the Corporations, TopStar Special HQ Series Robot Promotion Activity.

To Help One Million Manufacturing 
Enterprises to Realize the Intelligent Manufacturing
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工业自动化 就找拓斯达
Industrial automation,Certainly Topstar!
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100~220ton

注塑机锁模力
Injection mould clamping force range

◎当尺寸C是1400mm时，尺寸B为1920mm      

◎当尺寸C是1600mm时，尺寸B为2100mm      

◎when dimension C is 1400mm，B is 1920mm

◎when dimension C is 1600mm，B is 2100mm

外形尺寸    OUTER DIMENSIONS

A

B

C

D

E

F

G

H

I

J

K

L

M

N

O

总高   

总长   

走行行程   

主臂上下行程   

主臂上下待机   

夹具安装有效空间   

基座里侧面-箱体末端   

副臂上下待机   

主臂前进最大值   

主臂前进最大行程   

主臂前后待机最小值   

主副臂接近最小值   

副臂前进最大行程   

副臂前后待机最小值   

前后臂末端-箱体末端

Overall height       

Overall length       

Traverse stroke       

Main-arm vertical stroke       

Main-arm vertical standby       

Bottom of crosswise to chuck mount position       

Base side face-box end       

Sub-arm vertical standby       

Main-arm  reach max       

Main-arm crosswise stroke max       

Main-arm crosswise standby min       

Main/Sub-arm proximity min       

Sub-arm crosswise stroke max       

Sub-arm crosswise standby min       

Crosswise arm end-Box end

MEWE-80

1300mm

1920(2100)mm

1400(1600)mm

900mm

110mm

335mm

400mm

MEWE-80S

630mm

100mm

—          

—     

—     

—          160mm

740mm

400mm    

290mm    

130mm    

400mm    

180mm

1375mm

外形尺寸    OUTER DIMENSIONS
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总高   

总长   

走行行程   

主臂上下行程   

主臂上下待机   

夹具安装有效空间   

基座里侧面-箱体末端   

副臂上下待机   

主臂前进最大值   

主臂前进最大行程   

主臂前后待机最小值   

主副臂接近最小值   

副臂前进最大行程   

副臂前后待机最小值   

前后臂末端-箱体末端

Overall height       

Overall length       

Traverse stroke       

Main-arm vertical stroke       

Main-arm vertical standby       

Bottom of crosswise to chuck mount position       

Base side face-box end       

Sub-arm vertical standby       

Main-arm  reach max       

Main-arm crosswise stroke max       

Main-arm crosswise standby min       

Main/Sub-arm proximity min       

Sub-arm crosswise stroke max       

Sub-arm crosswise standby min       

Crosswise arm end-Box end

MDE-120

1950mm

2430mm

1800mm

1200mm

130mm

370mm

460mm

MDE-120S

—          

—          

—          

—          120mm

1050mm

660mm    

375mm    

165mm    

660mm    

210mm

1715mm

840mm

160mm

HQ MEWE-80s
-90-74-P/N-16TR

350~450ton

注塑机锁模力
Injection mould clamping force range

HQ MDE-120s
-120-110-P/N-18TR

H
O

T S
A

LE

H
O

T 

S
A

LE
H

O
T 

S
A

LE



工业自动化 就找拓斯达
Industrial automation,Certainly Topstar!
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MEWE-120

2470mm          

1800mm          

1200(1400)mm          

205mm          

410mm          

495mm 

MEWE-120S

855mm

165mm

—          

—     

—     

—          250mm

1020mm

620mm

395mm

260mm 

620mm

140m m

1715mm

1560(1680)mm          1600(1720)mm          

外形尺寸    OUTER DIMENSIONS
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总高   

总长   

走行行程   

主臂上下行程   

主臂上下待机   

夹具安装有效空间   

基座里侧面-箱体末端   

副臂上下待机   

主臂前进最大值   

主臂前进最大行程   

主臂前后待机最小值   

主副臂接近最小值   

副臂前进最大行程   

副臂前后待机最小值   

前后臂末端-箱体末端

Overall height       

Overall length       

Traverse stroke       

Main-arm vertical stroke       

Main-arm vertical standby       

Bottom of crosswise to chuck mount position       

Base side face-box end       

Sub-arm vertical standby       

Main-arm  reach max       

Main-arm crosswise stroke max       

Main-arm crosswise standby min       

Main/Sub-arm proximity min       

Sub-arm crosswise stroke max       

Sub-arm crosswise standby min       

Crosswise arm end-Box end

350~450ton

注塑机锁模力
Injection mould clamping force range

 当机械手为三轴时，尺寸D是1200mm时，尺寸A为1560mm  When the manipulator is triaxial and D is 1200, dimension A is 1560.

 当机械手为三轴时，尺寸D是1400mm时，尺寸A为1680mm When the manipulator is triaxial and D is 1400, dimension A is 1680.

 当机械手为五轴时，尺寸D是1200mm时，尺寸A为1600mm  When the manipulator is five axis and D is 1200, dimension A is 1600.

 当机械手为五轴时，尺寸D是1400mm时，尺寸A为1720mm When the manipulator is five axis and D is 1400, dimension A is 1770.  

HQ MEWE-120s
-120-110-P/N-18TR 服务客户 Service customer

德普特
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